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STANDARD PARKING SIGN AND POLE 1 0301

STREET LAYOUT AND PAVEMENT DESIGN GUIDELINES REVIEWED: 21.03.2024
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General Notes:

The objective of this design is to reduce
the visual clutter of parking signs.

ENSURE POLE IS This should be achieved by:

YE(?;I:'\:':I:I'TFOOP 1. Rationalising the location and types

- of parking to minimise the number
of signs required;

2. Utilising existing sign poles to fix
parking signs to;

3. Utilising existing structures to fix
parking signs to, i.e. bollards,

STANDARD FINISH: 50 NOM. BORE verandah posts, buildings etc;

UNPAINTED GALVAN@ x 2.3mm THICK 4. Minimising size of signs.

OR UNLESS OTHERWISE

DIRECTED. All proposed parking designs should be

developed in liaison with the City of

Perth's parking department and Australian

Standard as 1742.11-2016.
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DISCLAIMER:

THIS DOCUMENT HAS BEEN PREPARED BY THE CITY OF PERTH AND IS SUBJECT TO CHANGE. IT IS THE
RESPONSIBILITY OF THE USER TO ENSURE THAT DESIGN AND CONSTRUCTION NOTE HAS NO FURTHER REVISIONS
BY CHECKING https://perth.wa.gov.au/en/building-and-planning/building-and-works/building-and-construction-notes
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