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60mm AC14 IN ACCORDANCE
WITH MRWA SPECIFICATION 504.

CRUSHED ROCK BASE
BASECOURSE - MINIMUM
COMPACTION 99% IN
ACCORDANCE WITH MRWA
SPECIFICATION 501

FLEXIBLE PAVEMENT WITH ASPHALT

7mm EMULSION PRIMERSEAL IN
ACCORDANCE WITH MRWA
SPECIFICATION 503

COMPACTED SUBGRADE -
MINIMUM COMPACTION 96% IN
ACCORDANCE WITH MRWA
SPECIFICATION 302. MAX. CBR 12%

COMPACTED CRUSHED
LIMESTONE SUBBASE - MIN
COMPACTION 96%MMDD
ACCORDANCE WITH MRWA 501

General Notes

The preferred treatment for roads within the municipal boundaries of the City of Perth is a flexible asphalt road pavement.
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DISCLAIMER:
THIS DOCUMENT HAS BEEN PREPARED BY THE CITY OF PERTH AND IS SUBJECT TO CHANGE. IT IS THE
RESPONSIBILITY OF THE USER TO ENSURE THAT DESIGN AND CONSTRUCTION NOTE HAS NO FURTHER REVISIONS
BY CHECKING https://perth.wa.gov.au/en/building-and-planning/building-and-works/building-and-construction-notes
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