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Book 300 - Issued For Use

This document has been prepared by The City of Perth and is subject to change. It is the responsibility of the user to ensure that

this Design and Construction Note has no further revisions by checking at https://www.perth.wa.gov.au

303.01

Service Pit Covers

In City Grey Paving

Design and Construction Note

City Grey Footpaths

DETAIL

Ø58 x 3mm

STAINLESS STEEL

PLATE.

6mm ARIAL TEXT

ENGRAVED 1mm

DEEP PREFERRED.

M8 x 30mm STAINLESS

STEEL THREADED ROD &

WASHER TACKED TO THE

ROD AS AN ANCHOR.

3mm FILLET

ALL ROUND.

PIT LOGO TO BE INSERTED

PRIOR TO SETTING.

PIT LOGO IS TO BE INSTALLED INTO THE WET

IN-SITU CONCRETE IN THE INFILL PIT LID.

INFILL PIT

LID SHOWN.

100mm² x 6mm

CAST BRASS.

FOR THE CITY OF PERTH

LOGO & TEXT ELECTRONIC

INFORMATION CONTACT

cdu.inbox@cityofperth.wa.gov.au

SERVICE DESCRIPTION

TEXT IS TO BE 6mm HIGH

ARIAL TEXT 1mm DEEP.

CITY OF PERTH 6mm CAST BRASS LOGO.

NOTE: LOGO Inserts supplied by City of Perth or alternative supplier.

Adhesive for inserts: SIKA FLEX 252, or equivalent.

Surface to be prepared with SIKA cleaner 205 & SIKA primer 210T or equivalent.

Note:

Any further information can be obtained from the Co-ordination & Design Unit at: cdu.inbox@cityofperth.wa.gov.au

Reviewed: 12/08/2019
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