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FOR TAB
DETAILS
SEE PAGE 2

ALTERNATIVE
FOOTING DETAIL

FOOTING FLUSH
WITH PAVEMENT
WHEN BITUMEN

FOR DETAILS OF
REFLECTIVE TAPE
SEE PAGE 2

40NB (48.3mm) x 3.2mm MD PIPE
FINISH: STAINLESS STEEL - 316
GRADE 4 POLISHED FINISH

100 PCD 3 x Ø12
DYNABOLTS AS SHOWN

400x400x200mm 25MPA
CONCRETE FOOTING

SIGNAGE PANEL
(NOT SHOWN)

PAVEMENT DETAIL MAY
DIFFER DEPENDING ON SITE

PAVEMENT DETAIL MAY
DIFFER DEPENDING ON SITE

BIKE CHICANES ARE PROVIDED TO:
· DECREASE THE SPEED OF CYCLISTS
· SIGNIFY PEDESTRIAN PRIORITY ZONES

TYPICAL CHICANE LAYOUT

230mm BEND RADII TYP

8mm THICK GRADE 4 STAINLESS STEEL FULLY
WELDED TO MD PIPE. 3 x 8mm HOLES DRILLED
CENTRALLY AND SPACED EVENLY AS SHOWN.
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