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25MPA CONCRETE FOOTING
550SQ x 650 DEEP
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2 x M16 x 1m HOT DIP GALVANISED
THREADED ROD BARS @ 190 CRS
WITH EXTRUSION FLUSH WITH
EXISTING TOP OF PAVING.

4 OFF x 3mm THICK ALUMINIUM
PLATE WITH 12 x Ø6mm HOLES.
DECALS WILL VARY REFER TO
JOB SPECIFICATION.

Ø6mm HOLES TYP

3mm THICK
ALUMINIUM
PLATE TYP

370
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Ø32 CONDUIT
REQUIRED IF
POWERED.

SUB-FRAME DETAILS TO
BE DISCUSSED WITH
CO-ORDINATION AND
DESIGN UNIT AT CITY
OF PERTH.

NOTE:

THE LOCATION & INFORMATION ON
THE WAYFINDING SIGN WILL BE
STIPULATED BY THE CITY OF PERTH
CO-ORDINATION & DESIGN UNIT.

AGGREGATE MIX:
40kg 7mm BLUE METAL
10KG BRICKLAYERS SAND
20KG GREY CEMENT

MIX NEEDS TO BE WASHED TO
PRODUCE EXPOSED AGGREGATE FINISH

MAKES UP
0.1 CUBIC METRES

Design and Construction Note
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Wayfinding Devices

Large Cube Sign in Footpath
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This document has been prepared by The City of Perth and is subject to change. It is the responsibility of the user to ensure that
this Design and Construction Note has no further revisions by checking at https://www.perth.wa.gov.au
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