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1x2c+E 2.5mm? Cu PVC/PVC ]

TO STREET LIGHT LUMINAIRES

1x2c+E 2.5mm? Cu PVC/PVC

TO GPO/CCTV CAMERA

1x2c+E 2.5mm? Cu PVC/PVC

TO CHRISTMAS LIGHTING GPO

TO FUTURE FACADE LIGHTING

LUMINAIRE CIRCUITS

MCB/RCD IN POLE BASE
(LABEL CIRCUIT AND SOURCE
OF SUPPLY)

INSULATED LINKS TO SUIT
CABLE IN AND OUT OF POLE
(TYP.)

CABLES TO LOOP IN/OUT —
OF POLE BASE

PROVIDE FIXED
WARNING LABEL WITHIN
POLE BASE

TYPICAL WIRING SCHEMATIC
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WARNING MULTIPLE SUPPLIES

ISOLATE ALL SUPPLIES AT ORIGIN OF SUPPLY/
DISTRIBUTION BOARD PRIOR TO COMMENCING
ANY WORKS

NOT TO SCALE
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This document has been prepared by The City of Perth and is subject to change. It is the responsibility of the user to ensure that
this Design and Construction Note has no further revisions by checking at https://www.perth.wa.gov.au
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