
GRANITE PAVER

TREE GRATE INSERTED IN
THE TREE GRATE FRAME

10mm ABELFLEX JOINT
WITH MASTIK SEALANT

10mm  MASONRY ANCHORS
50mm LONG WELDED TO

UNDERSIDE OF FRAME
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TREE GRATE TOP PLATE

TREE GRATE FRAME

CONCRETE PAVERS

TREE GRATE FRAME

CONCRETE HAUNCH
150Hx275W

SAND BEDDING

COMPACTED PAVING SUB
BASE 150mm THICK. REFER
TO BOOK 300
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75

75

N12 REINFORCING BAR

REINFORCING BAR

COMPACTED BASE

10mm  MASONRY ANCHORS
50mm LONG WELDED TO

UNDERSIDE OF FRAME

304 S/S 65x6mm FLAT BAR FRAME  FULLY
WELDED TO ITSELF AND THEN STITCH
WELDED TO TOP PLATE

PLUG WELD

5mm TOP PLATE IN 304 S/S TO BE
BLASTED 20.40 GARNET

UNITS TO BE PINNED TOGETHER
USING 25mm LONG Ø10 304 S/S ROD
PINS

UNITS TO BE PINNED TOGETHER
USING 25mm LONG Ø10 304 S/S ROD
PINS

SECTION B - STANDARD TREE GRATE FIXING IN GRANITE PAVING

SECTION B - STANDARD TREE GRATE FIXING IN CONCRETE PAVERS

SECTION A - FIXING OF TWO HALVES OF GRATE

CONCRETE BLINDING SLAB

200

(REFER TO 705.01)

MORTAR

MORTAR

10mm ABELFLEX
JOINT WITH MASTIK
SEALANT

NOTES
1. REFER TO BOOK 300 FOR CONCRETE PAVING SPECIFICATION AND DETAILS.
2. REFER TO BOOK 1000 FOR GRANITE PAVING SPECIFICATION AND DETAILS.
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DESIGN & CONSTRUCTION NOTE

STANDARD CITY TREE GRATE FIXINGS
STREET TREE AND IRRIGATION DESIGN 705.02

DRAWING NO

DISCLAIMER:
THIS DOCUMENT HAS BEEN PREPARED BY THE CITY OF PERTH AND IS SUBJECT TO CHANGE. IT IS THE
RESPONSIBILITY OF THE USER TO ENSURE THAT THAT DESIGN AND CONSTRUCTION NOTE HAS NO FURTHER
REVISIONS BY CHECKING https://perth.wa.gov.au/en/building-and-planning/building-and-works/building-and-construction-notes
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