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DESIGN & CONSTRUCTION NOTE

WATER HARVESTING SYSTEM IN GRANITE PAVING / KERB

STREET TREE AND IRRIGATION DESIGN
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PLAN

TRUNK TO BE LOCATED
CENTRALLY IN GRATE
HOLE AND PIT

J V GRANITE PAVERS ON CONCRETE
TYP 400 751 / BLINDING SLAB. CONCRETE TO BE
1 . CUT TO DIMENSIONS OF TREE PIT.

\ TOU[ + ALLOW FOR TREE GRATE

e O CONNECTION REFER TO 705.01
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CONCRETE KERB
FOOTING 25MPA

PVC PIPEWORK AND

TYP 1200
MIN 1000

CONNECTORS @65mm

WATERING RING. SLOTTED
AGRICULTURAL PIPE @100mm.
WRAPPED IN GEOTEXTILE SLEEVE.
RING TO EXTEND TO HORIZONTAL
EDGES OF EXCAVATION

TYP 850mm BELOW FGL

NOTES

—— IMPORTED SOIL MIX

\ DASH LINES INDICATE SOIL TO BE
INSTALLED IN LAYERS AND LIGHTLY

N = COMPACTED BY HAND

—  @65mm RISER PVC PIPE FOR
AERATION AND FLUSHING
‘ 1050 |
T 1
1200 EXISTING SUBGRADE

SECTION

1. TO BE READ IN CONJUNCTION WITH THE STREET TREE SPECIFICATION AND ALL OTHER DETAILS IN THIS BOOK 700.
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DISCLAIMER:

THIS DOCUMENT HAS BEEN PREPARED BY THE CITY OF PERTH AND IS SUBJECT TO CHANGE. IT IS THE
RESPONSIBILITY OF THE USER TO ENSURE THAT THAT DESIGN AND CONSTRUCTION NOTE HAS NO FURTHER
REVISIONS BY CHECKING https://perth.wa.gov.au/en/building-and-planning/building-and-works/building-and-construction-notes
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