
75mm (MIN 40mm) THICK RESIN-BOUND
AGGREGATE POROUS PAVING
COLOUR: LIGHT GREY
AGGREGATE SIZE 5-6mm

150mm THICK COMPACTED
WASHED BLUE METAL SUB BASE
AGGREGATE SIZE 5-6mm

100kN FIBREGRID

LOOSE AGGREGATE FROM EDGE OF
TRUNK TO MATCH RESIN BOUND
AGGREGATE. ONLY IF REQUIRED. NO
GRAVEL TO SPILL ONTO ADJACENT
SURFACE.

EXISTING SUB GRADE

MAKE GOOD SURROUNDING PAVING AS
PER BOOK 300 REMOVING ANY
TRIPPING HAZARDS. HEADER COURSE
TO NEW EXTENT OF TREE PIT,
MORTARED TO CONCRETE COLLAR, NO
SMALL CUTS.

NOTES:
1. TO BE READ IN CONJUNCTION WITH THE STREET TREE SPECIFICATION AND ALL OTHER DETAILS IN THIS BOOK 700.
2. POROUS PAVING TREATMENT ONLY TO BE USED TO RETROFIT EXISTING TREE PITS WHERE GRATES ARE FAILING OR PAVING

IS BEING LIFTED BY TREE ROOTS.
3. POROUS PAVING NOT TO BE INSTALLED ON JUVENILE TREES UNLESS APPROVED BY THE CITY'S REPRESENTATIVE.
4. LOCATE NEW SURFACE TREATMENT CENTRALLY AND SYMMETRICALLY AROUND TRUNK.
5. ALL EXCAVATION AROUND EXISTING TREE ROOTS TO BE CARRIED OUT UNDER THE SUPERVISION OF A QUALIFIED AND COP

APPROVED ARBORIST.
6. ANY COMPACTING OVER ROOT ZONE TO BE CARRIED OUT BY HAND.
7. FAILING TREE GRATES TO BE REMOVED.

STEEL RING USED TO FORM / POUR
RESIN BOUND AGGREGATE TO BE
REMOVED ONCE SET.
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DESIGN & CONSTRUCTION NOTE

POROUS PAVING TREE HOME RESURFACE (RETROFIT ONLY)
STREET TREE AND IRRIGATION DESIGN 705.06

DRAWING NO

DISCLAIMER:
THIS DOCUMENT HAS BEEN PREPARED BY THE CITY OF PERTH AND IS SUBJECT TO CHANGE. IT IS THE
RESPONSIBILITY OF THE USER TO ENSURE THAT THAT DESIGN AND CONSTRUCTION NOTE HAS NO FURTHER
REVISIONS BY CHECKING https://perth.wa.gov.au/en/building-and-planning/building-and-works/building-and-construction-notes
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