
THESE BANNERS ARE USED IN THE
FOLLOWING LOCATIONS:

K1 - 42 BANNERS ON KINGS PARK RD
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FRONT VIEW

TOP VIEW

MATERIAL:
Premium Satin, Density
135g/sq.m (or knitted
polyester equivalent)

SEW THIS END
OF POCKET
CLOSED

12mm HEM
DOUBLE STITCH
THIS SIDE ONLY

INTERNAL POCKET
140mm FLAT - LEAVE
THIS END OF POCKET
OPEN

WEBBING ENDS HERE
BEFORE POCKET

SEE 'DETAIL 2'

SEE 'DETAIL 1'

CORNER TO BE
STITCHED DOUBLE
TACKED BACK

THICK VINYL LINER WITHIN POCKET WITH
HEAVY DUTY CLOSURE AT CLOSED END TO
BE INCORPORATED INTO BANNER STITCHING
AND MATERIAL TO PREVENT THE CLOSED
END OF THE POCKET FROM OPENING.

ATTACH TO
POLE THIS SIDE.
SEE 'DETAIL 1'
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25mm WEBBING SEWN
INTO SPINE THIS SIDE
ONLY. "QUAD" 4 LINE
STITCH (HIGH DENSITY
POLYESTER WEBBING
25x3.0mm)

140
FLAT

LENGTH

2x12mm TAPE
LOOP SEWN
INTO WEBBING

BAN
N
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DETAIL 1
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2x12mm TAPE LOOP
SEWN INTO WEBBING
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DETAIL 2

A4

DESIGN & CONSTRUCTION NOTE

MEDIUM FABRIC BANNER
BANNERS & FLAGS

901.03
DRAWING NO

DISCLAIMER:
THIS DOCUMENT HAS BEEN PREPARED BY THE CITY OF PERTH AND IS SUBJECT TO CHANGE. IT IS THE
RESPONSIBILITY OF THE USER TO ENSURE THAT DESIGN AND CONSTRUCTION NOTE HAS NO FURTHER REVISIONS
BY CHECKING https://perth.wa.gov.au/en/building-and-planning/building-and-works/building-and-construction-notes
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