
THESE BANNERS ARE USED IN THE
FOLLOWING LOCATIONS:

S1 - 1 BANNER ON JAMES ST

7200

36
00

500

SEAM AT TOP AND BOTTOM TO HAVE 12mm DIAMETER POLY
PROP ROPE WITH MBS 8.4KN SEWN INTO IT AND 5m OF ROPE AT
EACH END

HEAVY DUTY VINYL
DOUBLE SIDED

PRINTING

500

12mm EYELETS TO BE 30mm FROM TOP
OF BANNER TO TOP OF EYELET AND
SPACED 500mm APART - REFER DETAIL 1

STEEL SUPPORTING CABLE AND
SHACKLES SUPPLIED BY THE CITY
OF PERTH

7200

500

SEAM AT TOP AND BOTTOM TO HAVE 12mm DIAMETER POLY
PROP ROPE WITH MBS 8.4KN SEWN INTO IT AND 5m OF ROPE AT
EACH END

FRONT VIEW

500

12mm EYELET - 500mm CTS.

DETAIL 1
10mm HEM TOP AND BOTTOM

30

12mm POLY.  PROP. ROPE

Notes:

1. Distance between poles at S2=13.25m
2. For General Notes refer Design and Construction Note 900.02.

A4

DESIGN & CONSTRUCTION NOTE

STREET-WIDE VINYL BANNER
BANNERS & FLAGS

901.09
DRAWING NO

DISCLAIMER:
THIS DOCUMENT HAS BEEN PREPARED BY THE CITY OF PERTH AND IS SUBJECT TO CHANGE. IT IS THE
RESPONSIBILITY OF THE USER TO ENSURE THAT DESIGN AND CONSTRUCTION NOTE HAS NO FURTHER REVISIONS
BY CHECKING https://perth.wa.gov.au/en/building-and-planning/building-and-works/building-and-construction-notes
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